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        MIBAG Produits

        MIBAG SA CH-8833 Samstagern Téléphone 043 888 15 55 mibag.ch • info@mibag.ch 2-82 Enrouleurs moteurisés en acier inoxydable AISI 304 Série Moteur Charniére Raccordement Poids 12 V DC 24 V DC 230 V AC 230/400 V AC Entrée Sortie Air / Eau 20 bar - Viton® Joint 530 853212.100 853224.100 853223.100 853240.100 Messing G 1/2" (f) G 1/2" (f) 24.3 kg 853212.150 853224.150 853223.150 853240.150 G 1" (f) G 1" (f) 25.3 kg 540 854212.100 854224.100 854223.100 854240.100 Messing G 1" (f) G 1" (f) 31.0 kg 854212.105 854224.105 854223.105 854240.105 G 1/2" (f) G 1/2" (f) 30.5 kg 560 856212.100 856224.100 856223.100 856240.100 Messing G 1" (f) G 1" (f) 50.6 kg 856212.106 856224.106 856223.106 856240.106 G 1/2" (f) G 1/2" (f) 50.1 kg Eau chaude 100 bar - Viton® Joint 530 853412.250 853424.250 853423.250 853240.250 AISI 304 G 1" (f) G 1" (f) 25.8 kg 540 854412.200 854424.200 854423.200 854440.200 AISI 304 G 1" (f) G 1" (f) 31.0 kg 560 856412.200 856424.200 856423.200 856440.200 AISI 304 G 1" (f) G 1" (f) 50.6 kg Eau chaude 150 bar - Viton® Joint 530 853412.200 853424.200 853423.200 853440.200 AISI 304 G 1/2" (f) G 1/2" (f) 24.3 kg 540 854412.205 854424.205 854423.205 854440.205 AISI 304 G 1/2" (f) G 1/2" (f) 30.5 kg 560 856412.206 856424.206 856423.206 856440.206 AISI 304 G 1/2" (f) G 1/2" (f) 50.1 kg Eau chaude 200 bar - Viton® Joint 530 853412.300 853424.300 853423.300 853440.300 AISI 304 G 3/8" (f) G 1/2" (f) 24.3 kg 540 854412.300 854424.300 854423.300 854440.300 AISI 304 G 3/8" (f) G 1/2" (f) 30.5 kg 560 856412.300 856424.300 856423.300 856440.300 AISI 304 G 3/8" (f) G 1/2" (f) 50.1 kg Eau chaude 400 bar - Viton® und Teflon Joint 530 853412.350 853424.350 853423.350 853440.350 AISI 304 G 3/8" (f) G 1/2" (f) 24.3 kg 540 854412.350 854424.350 854423.350 854440.350 AISI 304 G 3/8" (f) G 1/2" (f) 30.5 kg 560 856412.350 856424.350 856423.350 856440.350 AISI 304 G 3/8" (f) G 1/2" (f) 50.1 kg Huile et divers 100 bar - Polyurethane Joint 530 853412.250 853424.250 853423.250 853440.250 AISI 304 G 1" (f) G 1" (f) 25.8 kg 540 854412.200 854424.200 854423.200 854440.200 AISI 304 G 1" (f) G 1" (f) 31.0 kg 560 856412.200 856424.200 856423.200 856440.200 AISI 304 G 1" (f) G 1" (f) 50.6 kg Huile et divers 150 bar - Polyurethan Joint 530 853412.200 853424.200 853423.200 853440.200 AISI 304 G 1/2" (f) G 1/2" (f) 24.3 kg 540 854412.205 854424.205 854423.205 854440.205 AISI 304 G 1/2" (f) G 1/2" (f) 30.5 kg 560 856412.206 856424.206 856423.206 856440.206 AISI 304 G 1/2" (f) G 1/2" (f) 50.1 kg Graisse 600 bar - Polyurethan Joint 530 853212.500 853224.500 853223.500 853240.500 verzinkt G 3/8" (f) G 1/2" (f) 24.3 kg 540 854212.500 854224.500 854223.500 854240.500 verzinkt G 3/8" (f) G 1/2" (f) 30.5 kg Diesel 20 bar - Viton® Joint 530 853212.150 853224.150 853223.150 853240.150 Messing G 1" (f) G 1" (f) 25.3 kg 540 854212.100 854224.100 854223.100 854240.100 Messing G 1" (f) G 1" (f) 31.0 kg 560 856212.100 856224.100 856223.100 856240.100 Messing G 1" (f) G 1" (f) 50.6 kg Capacité du tuyau Enrouleur (m) Série 530 Sortie 1/2" Sortie 1" Int.- Ø 1/4" 3/8" 1/2" 3/4" 1" Ext.- Ø 14.5 18.5 22 27.5 35.5 12 V DC - 24 V DC 230 V AC - 230/400 V AC 50 35 25 15 8 Série 540 Sortie 1/2" Sortie 1" Int.- Ø 1/4" 3/8" 1/2" 3/4" 1" Ext.- Ø 14.5 18.5 22 27.5 35.5 12 V DC - 24 V DC 230 V AC - 230/400 V AC 90 60 45 25 15 Série 560 Sortie 1/2" Sortie 1" Int.- Ø 1/4" 3/8" 1/2" 3/4" 1" Ext.- Ø 14.5 18.5 22 27.5 35.5 230 V AC 130 80 70 60 30 12/24 V DC - 230/400 V AC 180 120 90 60 30 Dimensions (mm) Prix hors TVA • Livraison à partir de Samstagern
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