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          7
        

        
          Meson
        

        
          LEDs
        

        
          recessed
        

        
          ceiling (o
        

        
          pendel (
        

        
          wallmou
        

        
          free stan
        

        
          rail (aan
        

        
          190mm
        

        
          7.48"
        

        
          158mm
        

        
          6.22"
        

        
          115mm
        

        
          4.53"
        

        
          remoteLEDdriver
        

        
          included
        

        
          Ø170mm
        

        
          Ø6.7"
        

        
          *150mm (min.)
        

        
          *5.91" (min.)
        

        
          30mm (max.)
        

        
          1.18" (max.)
        

        
          9mm
        

        
          0.35"
        

        
          
            Meson pro 190
          
        

        
          <19
        

        
          UGR
        

        
          W
        

        
          LED
        

        
          S
        

        
          PFC
        

        
          PFC
        

        
          
            code
          
        

        
          
            colour
          
        

        
          
            W
          
        

        
          
            lamp flux(lm) K
          
        

        
          
            CRI
          
        

        
          
            46.205 II
          
        

        
          white
        

        
          14W
        

        
          1250lm
        

        
          3000K
        

        
          >80
        

        
          
            46.206 II
          
        

        
          grey
        

        
          14W
        

        
          1250lm
        

        
          3000K
        

        
          >80
        

        
          
            46.207 II
          
        

        
          white
        

        
          21W
        

        
          1700lm
        

        
          3000K
        

        
          >80
        

        
          
            46.208 II
          
        

        
          grey
        

        
          21W
        

        
          1700lm
        

        
          3000K
        

        
          >80
        

        
          
            46.216 II
          
        

        
          white
        

        
          30W
        

        
          2300lm
        

        
          3000K
        

        
          >80
        

        
          
            46.217 II
          
        

        
          grey
        

        
          30W
        

        
          2300lm
        

        
          3000K
        

        
          >80
        

        
          
            46.218 II
          
        

        
          white
        

        
          41W
        

        
          2850lm
        

        
          3000K
        

        
          >80
        

        
          
            46.219 II
          
        

        
          grey
        

        
          41W
        

        
          2850lm
        

        
          3000K
        

        
          >80
        

        
          
            44.800
          
        

        
          Dimmable version 1-10V for 14W and 21W versions
        

        
          
            44.801
          
        

        
          Dimmable version 1-10V for 30W and 41W versions
        

        
          
            44.802
          
        

        
          Dimmable version DALI
        

        
          
            44.810
          
        

        
          1 hour emergency lighting
        

        
          
            1x26
          
        

        
          
            14
          
        

        
          
            W
          
        

        
          
            PL
          
        

        
          
            W
          
        

        
          
            UGR<16
          
        

        
          
            2x18
          
        

        
          
            21
          
        

        
          
            W
          
        

        
          
            PL
          
        

        
          
            W
          
        

        
          
            1x32
          
        

        
          
            W
          
        

        
          
            UGR<17
          
        

        
          
            2x26
          
        

        
          
            30
          
        

        
          
            W
          
        

        
          
            PL
          
        

        
          
            W
          
        

        
          
            1x42
          
        

        
          
            W
          
        

        
          
            UGR<18
          
        

        
          
            2x32
          
        

        
          
            41
          
        

        
          
            W
          
        

        
          
            PL
          
        

        
          
            W
          
        

        
          
            UGR<19
          
        

        
          *Approximately200mm (7.9”)minimum space
        

        
          around the luminiare is required toensure
        

        
          optimalperformanceand longLED lifecycle
        

        
          mains
        

        
          
            Meson pro 190
          
        

        
          is a range of recessed high perfor-
        

        
          mance LED downlights equipped with a glare-reducing
        

        
          reflector and a satinized diffuser. The innovative
        

        
          design of LED array, mixing chamber, reflector and
        

        
          diffuser forms an optical system with high system
        

        
          efficacy and excellent visual comfort. Meson pro 190
        

        
          has a highly effective Light Output Ratio (LOR) better
        

        
          than 84% and an Unified Glare Rating (UGR) value
        

        
          between 16 and 19 depending on the luminaire flux
        

        
          which makes the downlighter EN 1.2464/1 compliant
        

        
          for office applications. LED lamp source used is a LED
        

        
          array with a colour rendering index (CRI) >80 (CRI >90
        

        
          available upon request).
        

        
          Design: Philip Feenstra, 2012
        

        
          20
        

        
          40 IP
        

        
          IP
        

        
          trim white
        

        
          trim silver grey
        

        
          (upon request) trim black
        

        
          
            code
          
        

        
          
            CHF incl. MwSt.
          
        

        
          
            CHF excl. MwSt.
          
        

        
          
            46.205 II
          
        

        
          396.–
        

        
          366.67
        

        
          
            46.206 II
          
        

        
          396.–
        

        
          366.67
        

        
          
            46.207 II
          
        

        
          396.–
        

        
          366.67
        

        
          
            46.208 II
          
        

        
          396.–
        

        
          366.67
        

        
          
            46.216 II
          
        

        
          436.–
        

        
          403.70
        

        
          
            46.217 II
          
        

        
          436.–
        

        
          403.70
        

        
          
            46.218 II
          
        

        
          466.–
        

        
          431.48
        

        
          
            46.219 II
          
        

        
          466.–
        

        
          431.48
        

        
          
            44.800
          
        

        
          27.–
        

        
          25.00
        

        
          
            44.801
          
        

        
          34.–
        

        
          31.48
        

        
          
            44.802
          
        

        
          48.–
        

        
          44.44
        

        
          
            44.810
          
        

        
          371.–
        

        
          343.52
        

        
          200
        

        
          300
        

        
          400
        

        
          500
        

        
          cd/klm
        

        
          84%
        

        
          C0 - C180
        

        
          C90 - C270
        

        
          0°
        

        
          15°
        

        
          30°
        

        
          45°
        

        
          60°
        

        
          75°
        

        
          90°
        

        
          105°
        

        
          105°
        

        
          90°
        

        
          75°
        

        
          60°
        

        
          45°
        

        
          30°
        

        
          15°
        

        
          f-waarderingvolgensUGR
        

        
          Plafond
        

        
          70
        

        
          70
        

        
          50
        

        
          50
        

        
          30
        

        
          70
        

        
          70
        

        
          50
        

        
          50
        

        
          30
        

        
          Muren
        

        
          50
        

        
          30
        

        
          50
        

        
          30
        

        
          30
        

        
          50
        

        
          30
        

        
          50
        

        
          30
        

        
          30
        

        
          Vloer
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          Ruimteafmeting
        

        
          X          Y
        

        
          Perspectief dwars
        

        
          t.o.v. lampenas
        

        
          Perspectief langs
        

        
          t.o.v. lampenas
        

        
          2H             2H 17.6 18.5 17.9 18.7 18.9 17.6 18.5 17.8 18.7 18.9
        

        
          3H 18.1 18.9 18.4 19.2 19.4 18.0 18.8 18.3 19.1 19.3
        

        
          4H 18.1 18.9 18.4 19.1 19.4 18.0 18.8 18.3 19.1 19.3
        

        
          6H 18.0 18.8 18.4 19.0 19.3 18.0 18.7 18.3 19.0 19.3
        

        
          8H 18.0 18.7 18.3 19.0 19.3 17.9 18.6 18.3 18.9 19.2
        

        
          12H 18.0 18.6 18.3 18.9 19.2 17.9 18.6 18.2 18.9 19.2
        

        
          4H             2H 17.7 18.5 18.0 18.7 19.0 17.6 18.4 18.0 18.7 19.0
        

        
          3H 18.3 19.0 18.7 19.3 19.6 18.3 18.9 18.6 19.2 19.6
        

        
          4H 18.4 18.9 18.7 19.3 19.6 18.3 18.9 18.7 19.2 19.6
        

        
          6H 18.3 18.8 18.7 19.2 19.5 18.2 18.7 18.7 19.1 19.5
        

        
          8H 18.3 18.7 18.7 19.1 19.5 18.2 18.7 18.6 19.0 19.4
        

        
          12H 18.2 18.6 18.7 19.0 19.4 18.2 18.6 18.6 19.0 19.4
        

        
          8H             4H 18.3 18.8 18.7 19.2 19.6 18.3 18.7 18.7 19.1 19.5
        

        
          6H 18.3 18.6 18.7 19.0 19.5 18.2 18.6 18.7 19.0 19.4
        

        
          8H 18.2 18.5 18.7 19.0 19.4 18.2 18.5 18.6 18.9 19.4
        

        
          12H 18.2 18.4 18.7 18.9 19.4 18.1 18.4 18.6 18.8 19.3
        

        
          12H             4H 18.3 18.7 18.7 19.1 19.5 18.2 18.6 18.7 19.0 19.5
        

        
          6H 18.2 18.5 18.7 19.0 19.4 18.2 18.5 18.6 18.9 19.4
        

        
          8H 18.2 18.4 18.7 18.9 19.4 18.1 18.4 18.6 18.8 19.3
        

        
          Variatie opwaarnemerpositie voor lampafstanden S
        

        
          S= 1.0H
        

        
          +1.7   /   -2.5
        

        
          +1.8   /   -2.5
        

        
          S= 1.5H
        

        
          +3.7   /   -3.2
        

        
          +3.7   /   -3.3
        

        
          S= 2.0H
        

        
          +5.5   /   -3.0
        

        
          +5.5   /   -3.2
        

        
          Standaardtabel
        

        
          BK01
        

        
          BK01
        

        
          Correctie-opteltal
        

        
          -0.6
        

        
          -0.6
        

        
          Gecorrigeerde verblindingsindicatie in relatie tot 2300lm Totale lichtstroom
        

        
          lor:
        

        
          200
        

        
          300
        

        
          400
        

        
          500
        

        
          cd/klm
        

        
          84%
        

        
          C0 - C180
        

        
          C90 - C270
        

        
          0°
        

        
          15°
        

        
          30°
        

        
          45°
        

        
          60°
        

        
          75°
        

        
          90°
        

        
          105°
        

        
          105°
        

        
          90°
        

        
          75°
        

        
          60°
        

        
          45°
        

        
          30°
        

        
          15°
        

        
          f-waarderingvolgensUGR
        

        
          Plafond
        

        
          70
        

        
          70
        

        
          50
        

        
          50
        

        
          30
        

        
          70
        

        
          70
        

        
          50
        

        
          50
        

        
          30
        

        
          Muren
        

        
          50
        

        
          30
        

        
          50
        

        
          30
        

        
          30
        

        
          50
        

        
          0
        

        
          50
        

        
          30
        

        
          30
        

        
          Vloer
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          20
        

        
          Ruimteafmeting
        

        
          X          Y
        

        
          Perspectief dwars
        

        
          t.o.v. lampenas
        

        
          Perspectief langs
        

        
          t.o.v. lampenas
        

        
          2H             2H 17.6 18.5 17.9 18.7 18.9 17.6 18.5 17.8 18.7 18.9
        

        
          3H .1 18.9 18.4 19.2 19.4 18
        

        
          18.8 18.3 19.1 19.3
        

        
          4H 18.1 18.9 18.4 19.1 19.4 18.0 18.8 18.3 19.1 19.3
        

        
          6H 18.0 18.8 18.4 19.0 19.3 18.0 18.7 18.3 19.0 19.3
        

        
          8H 18.0 18.7 18.3 19.0 19.3 17.9 18.6 18.3 18.9 19.2
        

        
          12H .0 18.6 18.3 18.9 19.2 17 9 18.6 18.2 18.9 19.2
        

        
          4H             2H 17.7 18.5 18.0 18.7 19.0 17.6 18.4 18.0 18.7 19.0
        

        
          3H .3 19.0 18.7 19.3 19.6 18 3 18.9 18.6 19.2 19.6
        

        
          4H 18.4 18.9 18.7 19.3 19.6 18.3 18.9 18.7 19.2 19.6
        

        
          6H 18.3 18.8 18.7 19.2 19.5 18.2 18.7 18.7 19.1 19.5
        

        
          8H 18.3 18.7 18.7 19.1 19.5 18.2 18.7 18.6 19.0 19.4
        

        
          12H 18.2 18.6 18.7 19.0 19.4 18.2 18.6 18.6 19.0 19.4
        

        
          8H             4H 18.3 18.8 18.7 19.2 19.6 18.3 18.7 18.7 19.1 19.5
        

        
          6H 18.3 18.6 18.7 19.0 19.5 18.2 18.6 18.7 19.0 19.4
        

        
          8H 18.2 18.5 18.7 19.0 19.4 18.2 18.5 18.6 18.9 19.4
        

        
          12H 18.2 18.4 18.7 18.9 19.4 18.1 18.4 18.6 18.8 19.3
        

        
          12H             4H 18.3 18.7 18.7 19.1 19.5 18.2 18.6 18.7 19.0 19.5
        

        
          6H 18.2 18.5 18.7 19.0 19.4 18.2 18.5 18.6 18.9 19.4
        

        
          8H 18.2 18.4 18.7 18.9 19.4 18.1 18.4 18.6 18.8 19.3
        

        
          Variatie opwaarnemerpositie voor lampafstanden S
        

        
          S = 1.0H
        

        
          +1.7   /   -2.5
        

        
          +1.8   /   -2.5
        

        
          S = 1.5H
        

        
          +3.7   /   -3.2
        

        
          +3.7   /   -3.3
        

        
          S = 2.0H
        

        
          +5.5   /   -3.0
        

        
          +5.5   /   -3.2
        

        
          Standaardtabel
        

        
          BK01
        

        
          BK01
        

        
          Correctie-opteltal
        

        
          -0.6
        

        
          -0.6
        

        
          Gecorrigeerde verblindingsindicatie in relatie tot 2300lm Totale lichtstroom
        

        
          lor:
        

        
          Above the maximum UGR values are displayed for
        

        
          Meson pro 2850lm versions.
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